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Electrical Characteristics

Module Type JS440M144 JS445M144 JSA50M144 JS455M144
STC NOCT |STC NOCT|STC NOCT| STC NOCT
Maximum Power at STC (Pmp) | 440 330|445 334 450 338|455 342
Open Circuit Voltage (Voc) 48.7 465489 46.7| 491 469|493 471
Short Circuit Current (Isc) 11.48 9191154 925/11.60 9.31/11.66 9.37
Maximum Power Voltage (Vmp) | 40.7 38.1(40.9 38.2| 41.1 383|413 384
Maximum Power Current (Imp) | 10.82  8.6610.89  8.75|40.96  8.84|11.02  8.90
Module Efficiency at STC(%) 19.9 20.1 20.4 20.6
Power Tolerance (0, +4.99W)
Maximum System Voltage 1500V DC
Maximum Series Fuse Rating 25A

STC: Irradiance 1000 W/m? module temperature 25°C AM=1.5
Power measurement tolerance: +/-3%

Temperature Characteristics

Pmax Temperature Coefficient

-0.34 %/°C

Voc Temperature Coefficient

-0.26 %/°C

Isc Temperature Coefficient

+0.05 %/°C

Operating Temperature

-40~+85 °C

Nominal Operating Cell Temperature(NOCT)

4512 °C

Mechanical Specifications

External Dimensions

2108 x 1048 x 30mm

Weight 27.0kg

Solar Cells Perc 166x83 (144 pcs)

Front Glass 3.2mm AR coating tempered glass, low iron
Frame Anodized aluminium alloy

Junction Box

IP68, 3 diodes

Output Cables

4.0mm?, 250mm(+)/350mm(-) or Customized Length

Mechanical Load

Front side 5400Pa/ Rear side 2400Pa

Packing Configuration

2108 x 1048 x 30mm

Container 20'GP 40'HQ
Pieces per Pallet 36 36
Pallets per Container 6 20
Pieces per Container 216 720

ADD: NO.501 HUANKE PARK, YIXING,JIANGSU,CHINA
TEL:0510-81765900
FAX:0510-87071799

YIXING JS SOLAR CO.,LTD
WWW.JSSOLAR.COM



